PANHANS

Stock no. :1305-6308

MACHINE-DATA
Machinetype : Combined planing-thicknessing machine
Make : PANHANS

Type : 546/100

Year ‘heu

Control type

Control

Storage location :ab Werk

Origin : Germany
Delivery time : after arrangement
Quotation : ex work

Price : on request

| EENdENG

5460100

TECHNICAL DATA

Working width 630 mm
Working height 3-250 mm
Motor output 7,5 kKW
Feed speed 7 und 14 m/min.
Dimensions (length / width) 2700 x 1700 mm
weight ca. 1.450 kg
Dust suction hood 2x160 mm

TECHNICAL DESCRIPTION
COMBINED PLANNING AND THICKNESSING MACHINE 546|100

Manufacturer description

Solid German mechanical engineering

Convenient planing and thicknessing without machine conversion, dimensionally
stable and

precise dressing tables, as there is a folding up

omitted, for planing widths up to 630 mm and dual operation up to 315 mm each
PANHANS solid steel cutter block with 4 Tersa reversible knives

SURFACE PLANE:

Table length 2555 mm, planed with toothed table lips

Electromotive adjustment of the feed table via button with digital display

the chip removal max. 5 mm

Dressing fence can be inclined up to 45°, in an extremely smooth-running steel
guide

stored

Dressing ruler, anodised, with swiveling auxiliary stop 1545
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Bridge protection TXF 1570 with hinged cover

THICKNESS PLANER:

Planing height from 3 to 250 mm, shortest part approx. 315 mm

Max. chip removal 8 mm

Pendulum mounted feed rollers

Segmented rubber infeed and 2 rubber outfeed rollers with segmented pressure
beams

for gentle and safe workpiece feed

Thicknessing table length 1100 mm, finely planed with table extension 400 mm,
without

table slide rollers

Electrical height adjustment of the thicknessing table, non-tilting to 4
trapezoidal thread spindles

Positioning control 4.3" touchscreen

Two feed speeds: 7 + 14 m/min

Push button circuit with electronic soft start

Electronic, wear-free engine brake

Planed in the factory

CE compliant

GS tested

Basic price in the above equipment on request!
We would be happy to send you the complete price list with options on request!

(Technical data according to the manufacturer - without guarantee!)

VIDEO-LINKS

WEB-LINK

https://lagermaschinen.de/maschinen-datenblatt/Combined_planing-thicknessing_machine/PANHANS/546_100/1305-6308

Technical specifications according to manufacturer’s information / documentation

Engelfried Maschinentechnik GmbH Page: 2/3
Elisabethenstr. 41 - 73432 Aalen Fon: (0049)07361-98660 - info@engelfried.com


https://lagermaschinen.de/maschinen-datenblatt/Combined_planing-thicknessing_machine/PANHANS/546_100/1305-6308

Combined planing-thicknessing machine engelfrhd
PANHANS

546/100 ,'..;;'rr,":f"i
Stock no. :1305-6308 Pg_\'“
h
MACHINE PICTURES
Technical specifications according to manufacturer’s information / documentation
Engelfried Maschinentechnik GmbH Page: 3/3

Elisabethenstr. 41 - 73432 Aalen Fon: (0049)07361-98660 - info@engelfried.com


/var/www/vhosts/lagermaschinen.com/httpdocs/machinedocs/1305/1305-6308-15092022155806902.jpg

